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 UTM-1 APPLIANCE SPECIFICATIONS
 UTM-1 450  UTM-1 1050  UTM-1 2050

Firewall throughput 400 Mbps 1 Gbps 2 Gbps
VPN throughput 190 Mbps 250 Mbps 400 Mbps
Concurrent sessions 500,000 1.2 million 2 million

Users supported/recommended Unlimited/250 Unlimited/500 Unlimited/1000

VLANs 256 256 256
Storage capacity 80GB 80GB 80GB
Physical specifications
Enclosure 1U rack mountable 1U rack mountable 1U rack mountable

Dimensions (standard)
1.71 in. (H) x 16.77 in. (W)  

x 14.31 in. (D)
1.71 in. (H) x 16.77 in. (W)  

x 17 in. (D)
1.71 in. (H) x 16.77 in. (W)  

x 17 in. (D)

Dimensions (metric)
43.5mm (H) x 426mm (W)  

x 365mm (D)
43.5mm (H) x 426mm (W)  

x 431.8mm (D)
43.5mm (H) x 426mm (W)  

x 431.8mm (D)
Weight 2.2 kg (4.85 lbs) 2.3 kg (5 lbs) 2.3 kg (5 lbs)
10/100 interfaces - 4 4
10/100/1000 interfaces 4 4 4

Operating environment range
Temperature: 5° to 40°C (41° to 104°F)
Humidity: 10% to 90% noncondensing
Altitude: 3,048m (10,000 ft.)

Power input 100-240 VAC, 250W 100-240 VAC, 250W 100-240 VAC, 250W

Compliance
UL 60950; FCC Part 15, Subpart B, Class A; EN 55024; EN 55022; VCCI V-3; AS/NZS 3548:1995; 
CNS 13438 Class A (test passed; country approval pending); KN22, KN61000-4 Series, TTA;  
IC-950; ROHS

Hardware warranty 2 years 2 years 2 years

System restoration and backup
Each UTM-1 appliance includes a USB hardware token to 
assist with system restoration. If an appliance is miscon-
figued or nonresponsive, the included token can be used to 
restore a UTM-1 appliance back to its factory defaults. 

PERFORMANCE AND AVAILABILITY
UTM-1 appliances include key high-availability and Quality of 
Service features, ensuring that your security keeps pace with 
network- and business-critical applications.

Clustering and failover
ClusterXL®, an optional component of UTM-1 appliances, 
adds high-performance load balancing to UTM-1 gateways 
to increase performance and scalability. Multiple UTM-1 
appliances can be clustered to guarantee around-the-clock 

network availability and security. If the primary gateway 
becomes unreachable, all connections seamlessly redirect to 
the remaining cluster members. Also, near-linear performance 
gains can be achieved when adding gateways to the cluster. 
A high-availability interface enables traffic to be routed to a 
secondary interface or ISP link if the primary interface 
becomes unavailable. Ongoing connections are maintained 
during failover.

Quality of Service
FloodGate-1®, an optional UTM-1 module, shapes VPN traffic 
by assigning priority to business-critical applications and 
users. It delivers optimized performance, enabling customers 
to migrate business traffic from expensive leased lines to 
Internet VPNs.
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